
Connecting the Moticam X to the Mac OSX 

Introduction: 

The Moticam X is a wifi camera, the USB port does not transmit any data and is used only to power the 

unit.  In order to receive data from the Moticam X you will need a wifi capable computer and / or the 

latest version of the Motic Images Plus software.  (You can always access the Moticam X through your 

Safari web browser as well)  Now let’s get started.  

 

Step 1: Getting Started: 

Make sure that the Moticam X is plugged into power via the mini-USB port located on the camera itself.  

There is a power adapter that comes with the unit or alternatively you can use the USB port on your 

computer to power the unit. 

The Moticam X has a blue LED at the top of the unit, once it has successfully booted up the LED will stop 

blinking and stay a solid blue. 

Note that a maximum of 6 devices can be connected to the Moticam X before noticeable lagging occurs. 

 

Step 2: Connecting to the Wifi: 

On your Mac, take a look at the available Wifi networks, one of the options available will be the 

MC_Wifi_XXX.  (where XXX is some number)  If you have more than one Moticam X you can identify 

which wifi signal is associated with which camera by checking the sticker on the front of the Moticam X. 

 

If you click on the Moticam X network which 

you want to access you will get a prompt for 

the password: 

Enter the password: “12345678” to access the 

network.   



Step 3: Setting up the Configuration: 

Part 1: 

If your Mac computer has both Ethernet and Wifi options then you will need to configure your 

computer’s network settings. 

 

In the wifi list you’ll see that the last option is 

“Open Network Preferences”, select this option 

to open the “Network” window. 

 

 

 

 

 

 

 

 

From here you’ll want to access the “Set 

Service Order” option from the settings 

drop down menu. 

 

  



In the Service order window, drag the “Airport” option to the top 

 

Select “Ok” and don’t forget to “Apply” the settings. 

 

Part 2:  

In the Motic Images Plus software you will want to double check that the IP settings are correct.  

To change or check this open up the “MotiConnect Setting” option located in the “Tools” section. 

 

By default the IP address should be set to 192.168.1.151 and the port should be set to 8080 

 

 

 

 

 

 

 

  



Step 4: Getting your Live Image: 

All that’s left now is to turn on the software, if you go to “File � Capture or New” the Live Video option 

should now be selectable. 

 

 

 

 

 

 

Alternatively you can open up your web browser and enter in “https://192.168.1.151:8080” 

 

And you’re done!  Enjoy! 


